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Door and window system
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GUANGZHOU APRO
Tel : +86 13802962112 BUILDING MATERIAL CO., LTD
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Website : www.gzapro.com

ADD : No.66 Hua Gang Avenue
Huadu District Guangzhou,China 510815

China - APRO




Guangzhou Apro Building Materials Co Ltd (APRO) is a manufacturer professional in design,developing, manufacturing,
installing aluminium products, also one-stop building materials services. Our products fields are prospetive and widely,
including aluminum window, aluminum door, curtain wall, pergolas, shutters, railing and so on. APRO is an icon with
the meaning of young, energetic, professional andinternational vision business value. Our mission is to provide our cus-
tomer with expertise solution and quality service by build up a professional servicing network and experienced engineer
teams. In addtion, our chief engineer have over 20 years experienced in this field. We offer a variety of technical tools to
make aluminum system easy, including CAD and 3D files, sketch up and technical equipment. The products of APRO has
the high quality both in design and details Therefore, the product of APRO is leading the market. APRO products are be-
coming a reliable and better value icon of your projects. We have an independent production workshops and 3 finished
product warehouse, covering an area of 5000 square meters,  which means that not only our production capacity is
suaranteed, but also the delivery time is guaranteed, each product will be tested in our workshop to make sure it is 100
percent problem-free. Ensuring that the products Made-in-China is recognized. Also, we have a professional sales team
and technical team, which provides us with the guarantee of a full range of after-sales service. We have quality inspection
certificates for all products, and provide 10 years warranty according to the product category.

After so many years of experience, we summarize our values as, treat our customer with a grateful heart, love and dedica-

tion, pay attention to practical results, improve management, improve quality, and strengthen services.
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WATER RESISTANCGE

Adopting a new window plate structure, adding a double drainage design
for the auxiliary frame, and a drainage port on the outer frame surface
Effectively solve the problem of wind and rain inversion and avoid mildew on the wall

INSULATION STRIP

Leading door and window insulation strips effectively block heat conduction, so as
to achieve the effect of heat preservation and heat insulation
The rubber strip has good weather resistance
and corrosion resistance, and the sealing rubber strip effectively blocks
the airflow of indoor and outdoor water.
Played the role of sound insulation and water blocking

Use the principle of pressure balance to drain water through the drain hole
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THE PRINCIPLE OF HEAT INSULATION
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comfortable a little uncomfortable of vacuum cleaner

TECHNICAL ANALYSIS

Inspection of the dimensional accuracy of the heat insulation strip, follow up with the national
standard GB/T2361520009.

Detect and analyze the internal structure of the heat insulation strip, according to the national
standard GB/T23615.1-2009.and Density test according to GB/T23615.1-2009.Use accurate elec-
tronic weighing to detect its density.

The value of the transverse tensile strength of the insulation strip, the impact strength without

notch, Applying the national standard GB/T2361512-2009
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GLUE INJECTION DOUBLE-LAYERED TRIPLE GLASS
PROCESS GLASS

—_— - —

The frame and sash corners adopt the pin glue injection process 5mm clear glass+12A+5mm low e glass 5mm clear glass+12A+5mm clear glass+12A+5mm

to ensure the structural strength of the product and improve Argon in the internal space enhances the insulation low e glass

its stability, tightness and waterproof performance. performance. The glass is IGU, which is the best insulation performance,
So it has excellent thermal insulation performance works very well in extreamely cold climate
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A70T SERIES INSWING CASEMENT WINDOW
(THERMAL BREAK SYSTEM)

N

EXTERIOR

70

58,75

INTERIOR
Product performance
Airtightness Water-tightness Wind resistance Thermal insulation Sound insulation
520pa AW (AAMA STANDARD) 6 | 2.0w/nk 4 | 35dB
Technical parameter
Casement inside e Section Profile - Glass Maximum
Window Visible surface Thickness Size range Thickness load-bearing
Wall Frame . .
0o Glass sash | Flyscreen sash Thickness | Thickness | Width | Height(mm) 6+12A46 -
eres 6+12A+6+12A+6 J
73mm | 40mm 2.0mm 70mm | 500-800 | 700-1800

CONFIGURATION:

design and hidden drainage.

= Double inner opening ,makes it more conducive to high-rise use.with hidden yarn

1

technology,ensuring the product have good appearance and lighting.

= Double internal window series with thermal break system structure,with multi cavity T

= The anti-pick lock point lock seat makes the product safer and improves the wina

pressure resistance, thus ensuring the high airtight and watertight performance of

the product.




A80T SERIES INSWING CASEMENT WINDOW
(THERMAL BREAK SYSTEM)
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Product performance
Airtightness Water-tightness Wind resistance Thermal insulation Sound insulation
8 4 | 350pa AW (AAMA STANDARD) 6 | 2.3w/ntk 4| 37dB

Technical parameter
Casement inside . Section Profile - Glass Maximum
Window Visible surtace Thickness 2126 range Thickness load-bearing
Glass sash | Flyscreen sash Wal e Width | Height(mm)
80 Series Y Thickness | Thickness 9 6+12A+6 85kg
73mm | 40mm >0mm | 80mm |500-800|700-1800 |°F'1eA+O+12A+6

= Flush threshold hinged door with thermal break system structure,with multi cavity design

CONFIGURATION:

and hidden drainage.

= Multi-cavity thermal break strip, and thick insulated glass.

= Low stock withless cash flow pressure with highly versatile profiles

= Diversified product range enables all areas and scenarios to find its mostsuitable products

to meet various needs on style and function




= Double-groove structure design with ventilation locking system ftor both ventilation

function and extra safety.
= Triple-glass with two spacers for high performance in sound insulation and thermal
insulation. Bigger thermal strip for better thermal performance.

= Full series apply corner glue injection process to achieve high joint strength.
Abundant mullion joint sealing accessories and concealed drainage have largely improved
water tightness. What'smore, premium EPDM gaskets have enhancea
the air tightness and water tightness.
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A70T SERIES OUTSWING CASEMENT WINDOW
(THERMAL BREAK SYSTEM)
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|
I! 57,2 87,95
Airtightness Water-tightness Wind resistance Thermal insulation Sound insulation

7 720pa AW (AAMA STANDARD) 6 | 2.0w/n’k 4 | 35dB

Technical parameter

Case%?r?égvtdtside Visible surface | Section Profile Thickness Size range Th(iz(l:IEI’F;ZSS Iol\a/lc?z(lgaurmg

Wall Frame - :
e Glass sash Thickness | Thicknese | WWidth | Height(mm) 6+12A+6 -
eries 6+12A+6+12A+6 g
88mm 2.0mm /0mm | 500-800 | 700-1800

CONFIGURATION::
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o
N

/|
AN

%l

l
BN




= Excellent thermal insulation with thermal break profile, large multi-cavity thermal break strip,
and thick insulated glass. Low stock withless cash flow pressure with highly versatile profiles.
Diversified product range enables all areas and scenarios to find its mostsuitable products

to meet various needs on style and function. Innovative items such as
window-door and double inswing window etc. can exceed your expectation to meet your

need that you may not even notice, and thus to lead the market trend.

= Full series apply corner glue injection process to achieve high joint strength.
Abundant mullion joint sealing accessories and concealed drainage have largely improvea

water tightness. What'smore, premium EPDM gaskets have enhancead

the air tightness and water tightness.

A8OT SERIES OUTSWING CASEMENT WINDOW
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(THERMAL BREAK SYSTEM)
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Product performance

Airtightness Water-tightness Wind resistance Thermal insulation Sound insulation

720pa AW (AAMA STANDARD) 6| 2.3w/n’k 4|37dB

Technical parameter

Glass Maximum

Casement outside|, ;. . . : .
Window Visible surface Section Profile Thickness Size range Thickmecs load-bearing

Glass sash  |Wall Thickness | Frame Thickness | Width | Height(mm) 6+12A+6 35k
g

80 Series
88mm 2.0mm 80mm 500-800 | 700-1800 |°F 1eATOH12A+0

CONFIGURATION:
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A70T SERIES ALUMINUM AWNING WINDOW
—| = (THERMAL BREAK SYSTEM)

Product performance
Airtightness Water-tightness Wind resistance Thermal insulation Sound insulation
7 720pa AW (AAMA STANDARD) 6 | 2.0w/nm'k 4 | 35dB
T\?VF?,}EIS\TVQ Visible surface Section Profile Thickness Size range Th(i%:II?riZss | Olggfg?;rm g
| Glass sash | Wall Thickness | Frame Thickness [Width | Height(mm)| £, 154 ¢
70 Series 6+12A+6+12A+6 85kg
88mm 2.0mm 70mm | 500-800 | 700-1800
= Excellent thermal insulation with thermal break profile, large multi-cavity thermal break strip,
and thick insulated glass. Low stock withless cash flow pressure with highly versatile profiles.
Diversified product range enables all areas and scenarios to find its mostsuitable products
to meet various needs on style and function. Innovative items such as
window-door and double inswing window etc. can exceed your expectation to meet your
‘ p AN I N Vi AN AN
needs that you may not even notice, and thus to lead the market trend. |2 |/ N —\ \l

= Full series apply corner glue injection process to achieve high joint strength.
Abundant mullion joint sealing accessories and concealed drainage have largely improvea

water tightness. What'smore, premium EPDM gaskets have enhancead

the air tightness and water tightness.



E A70T SERIES TILT AND TURN WINDOW
(THERMAL BREAK SYSTEM)

EXTERIOR _

28,73

INTERIOR
Airtightness Water-tightness Wind resistance Thermal insulation Sound insulation
520pa AW (AAMA STANDARD) 6| 2.0w/mk 4| 35dB
Technical parameter
Casement inside . Section Profile - Glass Maximum
Window Visible surface Thickness Si2€ range Thickness load-bearing
Wall Frame . .
S Glass sash | Flyscreen sashi+. e | Thickness | Width | Height(mm) 6412A+6 g5k
73mm | 40mm >0mm | 70mm | 500-800 | 700-1800 | °F1eAtO+12A+E
= Double internal window series with thermal break system structure,with multi cavity
CONFIGURATION:
design and hidden drainage.
7 IS 7 A

= Double inner opening ,makes it more conducive to high-rise use.with hidden yarn -

technology,ensure the product have good appearance and lighting.

= The anti-pick lock point lock seat makes the product safer and improves the wina
pressure resistance, thus ensuring the high airtight and watertight performance of

the product.




A86T SERIES WINDOW WALL SYSTEM
(THERMAL BREAK SYSTEM)

96.5

I

Product performance

Airtightness Water-tightness Wind resistance Thermal insulation Sound insulation

720pa AW (AAMA STANDARD) 5| 2.8w/nmk 4| 37dB

Technical parameter
Casement Facade| .. - - - - Glass Maximum

Wity Visible surface Section Profile Thickness Size range bl load-bearing

| Glass sash | Wall Thickness | Frame Thickness| Width | Height(mm) 6+12A+6
s 6+12A+6+12A+6|  O0KI
62mm 2.0mm 86mm 500-800 | 700-1500

aligned sashand frame, and 120mm reintforced mullion etc..

= Concealed folding fly screen meets both the visual aesthetics and the anti-mosquito
function. A good system cares all details!
= Pry-resistant lock point and keeper provide extra safety and enhance the wind load

resistance performance for better air tightness and water tightness. Baseless handle

= Ultra safety is assured by 2.0mm wall thickness, patented groove with multi-point lock,

(D77
//
(17
(D77
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(177

provides comfortable living experience with minimalist appearance,
smooth design lines, and quiet operation. Users can rest assured with window

safety even in extremely badclimate with failure sate device.
= More economical window wall design, suitable for the design of sunshine roof in villa.

= The design of invisible screen window is beautiful and generous.




A152T SERIES ALUMINUM SLIDING WINDOW
(THERMAL BREAK SYSTEM)

152. 00

Airtightness Water-tightness Wind resistance Thermal insulation Sound insulation
4 3 | 250pa AW (AAMA STANDARD) 41 3.2w/m'k 4 | 35dB
..
y /i | Sliding Window . Section Profile - Maximum
g | mesmnne Jﬁ Sgstem Visible surface Th cknessl Size range load-bearing
*“* w Glass sash | Flyscreen sash Thi\ff:\liariless kaii:akrr:leess Width | Height(mm)
X T T 152 Series 60 kg
30mm | 22mm 1.5mm 152mm 1200 | 1500
= Semi automatic locking system and unique keeperless frame break through the traditional
sliding window locking method.
= Concealed fly mesh. Innovative glass panel and flynet linkage structure design. Concealed sash,
super narrow interlock. Modern and neat out look. Panoramic view. _ - I - cierd || = -
1 X1 1XnN
= Comfortable and relax leaning on the armrest when viewing the scenery.
Ajustable anti-swing roller makes sliding more stable and smooth.
= Concealed sash provides a panoramic view. Anti-dusting and insect proof concealed flynet
can largely save cleaning eftorts. _ _ _ B
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Product performance

A128T SERIES SINGLE/DOUBLE HUNG WINDOW
(THERMAL BREAK SYSTEM)

ST ET ST IS5

-
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Heat preservation

Sound insulation

Watertight Airtight performance | Wind resistance (KPA)

= Be suitable for both residencial and commercial project

= Tilt-wash design makes it easy to clean
= Widely using in renovation project in the US and the UK. Can keep the original

architectural style

performance(m*K) | performance(dB) performance(Pa)
2.5 \ TP x5 30 | 1P x3 290 0.55 L/s'mZ2 AW (AAMA STANDARD)
Technical parameter
Single/Double Hung i . G T .
window system Visible surface(mm) Section profile width (mm) Build in glass thickness(mm)
128 Series Frame 63 | Sash 45 Frame 55 | Sash 40.8 16-27




A70T SERIES INSWING HINGED DOOR
(THERMAL BREAK SYSTEM)

Product performance

Airtightness Water-tightness Wind resistance Thermal insulation Sound insulation

520pa AW (AAMA STANDARD) 6 | 2.0w/m’k 4| 35dB
Technical parameter
Casement inside| \/iciple syrf Section Profile Thickn Size range Glass Maximum
| Glass sash | Wall Thickness | Frame Thickness | Width | Height(mm) 6+12A+6
70 Series 6+12A+64+12A+6 85kg
88mm 2.0mm 70mm 500-800 | 700-1800

= High-Quality Hardware
= Bulgary Proof High Security Locking System

= Protected Corner For Children Safety

= Our gaskets are made of imported premium raw materials for excellent performances

In sealing, weather resistance and aging proof.
= |t adopts 35.3mm multi-cavity heat insulation strip, 27A hollow and double 12A hollow glass

configuration, which can meet the thermal insulation performance of severe cold area while

ensuring high sound insulation performance of 36db.
= The use of stepped multi-channel seals and hidden drainage structure design ensure excellent
product performance.




A8OT SERIES INSWING HINGED DOOR

(THERMAL BREAK SYSTEM)
|W I

N

33,7 51,8 37.7

57.2 86

o

‘i.,
}g% Product performance
, Airtightness Water-tightness Wind resistance Thermal insulation Sound insulation
- 1
520pa AW (AAMA STANDARD) 6 | 2.3w/nk 4| 37dB
Technical parameter
CasemDeonc’)crinside Visible surface|  Section Profile Thickness Size range Th%??tsess |0r;4§¥é?;rmg
| Glass sash | Wall Thickness | Frame Thickness| Width | Height(mm) 6+12A+6
80 Series 6+12A+6+12A+6 85kg
88mm 2.0mm 80mm 500-800 | 700-1800

= Flush threshold hinged door with thermal break system structure,with multi cavity design
and hidden drainage.

CONFIGURATION:

= Multi-cavity thermal break strip, and thick insulated glass.
= Low stock withless cash flow pressure with highly versatile profiles

= Diversified product range enables all areas and scenarios to find its mostsuitable products
to meet various needs on style and function




= The newly developed two-track and three-track thermal broken sliding doors are rare in

the market.

= The three tracks design can achieve 2 / 3 opening ventilation effect.
= Traditional opening way is one sash fixed and one sash sliding. The fixed sash is easier to

install. There will be cover on the sliding track, which can protect to track from dust.

= |t can be designed with three glass and two cavities to meet the requirements ot higher

heat and sound insulation performance.

= Frame-wrapped sash design has better windproot and watertight performance.
= Simple finish design conforms to modern aesthetics.

A140T SERIES ALUMINUM SLIDING DOOR
(THERMAL BREAK SYSTEM)

Product performance

Airtightness Water-tightness Wind resistance Thermal insulation Sound insulation
3 3 | 250pa AW (AAMA STANDARD) 4 | 3.2w/m'k 4 | 35dB
Technical parameter
Sliding Door o Section Profile - Glass Maximum
System Visible surface Thickness Size range Thickness load-bearing
‘ Wall Frame
Glass sash | Narrow sash width|+y.. -
140 Series Thicxness | Thickness 2000mm*2500mm 6+1SE—1%§;§A+6 250kg
90mm | 32mm 2.5mm 140mm
CONFIGURATION:
u - Fixnd - Fixnd || — -
- —eas| o —enll




A190T SERIES ALUMINUM SLIDING DOOR
(THERMAL BREAK SYSTEM)

Product performance

Airtightness Water-tightness Wind resistance Thermal insulation Sound insulation

5 | 500pa AW (AAMA STANDARD) 4 | 3.0w/ntk 4 | 35dB

Technical parameter

Sli%?s%e%mr Visible surtace Se%tri(i?:ir?ég”e SRS g Th(if:II?rﬁZSs logc?f(l!)?aljrmg
100 Sorio Glass sash | Narrow sash width Th;i:\lﬁl!ess Tffiiakrr?eess 3000mm*2500mm 6+1§£1%ﬁ#§;&+6 500kg
68mm | 32mm 3.0mm 190mm
= Double thermal break system structure,achieve high thermal insulation performance,
improving the push-pull system, cooperating with special sealing rubber strips and low-friction
rubber strips to achieve high air tightness and thermal insulation performance.
= Special anti-balance wheel, clamping track design, make the door leat more stable.
= Special drainage end design,panoramic view — = Fixnd - Fixnd || —
= High bearing,single leat double row pulley design,single leat double row lock design. .
= Two sash both can be liftec
= The bottom of the lifting fan is provided with low friction rubber strips to improve the air

tightness and water tightness of the door Lifting sash.




A200T SERIES ALUMINUM SLIDING DOOR
(THERMAL BREAK SYSTEM)

Product performance

Airtightness Water-tightness Wind resistance Thermal insulation Sound insulation

6 | 700pa AW (AAMA STANDARD) 4 | 3.0w/m'k 4 | 35dB

Technical parameter

e vsblesutace | Segonfrofle | szernge | plles | Medem
00 Cerion Glass sash | Narrow sash width Thivc\lianl!ass Trlmzir;:akrlg:ss Width | Height(mm) 6+1§;1%ﬁ‘1kgﬁ\+6 250k
28mm | 66mm 1.8mm | 200mm [1000-3000 | 2000-2700

= Thermal break system structure with heat insulation.
= Frame-wrapped sash, extremely narrow size, large field of view.

The embedded structure design of the lower rail makes the surface of the lower rail smooth

and easy to clean. At the same time, it has excellent hidden drainage function and provides

watertight performance. - - Fixnd ” Fixnd || = D
= Single sash opening and closing,with security protection.

= Magnetic suspension electric push-pull, 90 degree angle of opening and closing, giving users
more space application options




A68T SERIES ALUMINUM FOLDING DOOR
(THERMAL BREAK SYSTEM)

v
| l
— -_‘:;:: |
Product performance
Airtightness Water-tightness Wind resistance Thermal insulation Sound insulation
4 3 | 350pa AW (AAMA STANDARD) 4 | 2.5w/ntk 4 | 30dB

Folg;ggeﬁjoor Visible surface Section Profile Thickness Size range Th%:II?;Zss |O|\£|§f(|;rg;rmg
Glass sash Wall Thickness | Frame Thickness | Width | Height(mm)
68 Series 6+1oA+611oA+6|  150K9
63.2mm 2.0mm 62.57mm 500-850 | 2000-3400
= Perfect tfor hot & cold climates to keep the ideal indoor temperature. CONFIGURATION:

= Thermal struts that create a non-conductive bridge between the outside and the inside

of the door for greater energy efficiency.

= The A68T possess excellent structural integrity, it can hold up to 100Kg

sash which make wider sash a possibility.

= The door sashes are equipped with automatic locking mechanism , just press on the button

and push to open . the rubber seals on the posts can protect our hand from being pinched.
= Versatile door sash arrangement. The sash configuration can be 220/321/330/440/422/431/550/541/532.
= Unique design of turning Corner 45 degree joint .

This ensure the perfect sealing even for the turning corner section.

= Esthetic ook . there is a post between the sashes which can cover up the hinges ,this also

give us another advantage of easy maintenance.



Tilt and turn window hardwares @PRO

INn-swing windows/ doors hardwares @PRO
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PIN Materials Suitable for =\ P/N Materials Suitable for om
G-46551 Aluminum alloy Inward/ outward casement window G-46551 Aluminum alloy Tilt and turn window
Awning window Awning window
=
Powder coating Powder coating
White/Black White/Black hil
Powder coating Powder coating
|0
\ E N
White Mat Black White Mat Black I y [




Out-swing windows/doors hardwares @PRO |- Sliding door hardwares

[ O
=/ LOCK BRACKET
C-70491-00-0-1
Frictional hinge
|
Ko
©
o[-
© DIRIGENT CONSEAL HANDLE
w O] Carrier fork C-90603-**-0-* C-90202-**-0-*

- C-70607-**-0-1
SPACIO handle T-typed connecting part
C-90205-**-0-* C-90726-**-0-8

P/N Materials Suitable for P/N Materials Suitable for

C-90616 Aluminum alloy Hinged door C-90603 Aluminum alloy  Sliding door

Locking plate
acc. to profile

Powder coating Powder coating

Silver Silver

®
Q
U

§

) Rod
C-90254-**-0-8

Rod 7.5 Rodl15

Locking pin element
6-24539-00-0-1



0" "o Aluminum color @PRO

r| | Liftand sliding door hardwares

Precision casting stainless steel lock holder,

THERMAL BREAK WINDOWS ALUMINUM COLOR

Durable lifting gear made of elegant and morden with steel base
2.5mm Stainless steel

‘! —

- s

bE o | RAL9O11 RAL7024 RAL8O16 RAL9OOT

o I ﬁ:

BE

=) \9
U s |
! black light grey brown white
I
il
= ‘*

P/N Materials Suitable for

B °al)
i

-C-13785 Aluminum alloy Lift and sliding door

Powder coating

Silver

A— N — A T



IPRO IPRO
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Project Case @ Project Case
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-~uantity: JoUl sgm SN gL W -WE - Quantity: 7000 sqm
- Product: Window&Door Ll e U REee - - Product: Window&Door

- Location: Angola
- Client: Architect

- Location: Uruguay
- Client: Contractor
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- Year: 2020

- Quantity: 1000 sgm

- Product: Window&Door,Handrail
- Location: Uruguay

- Client: Contractor

-Year: 2021

- Quantity: 7153 sgm

- Product: Interior Hinge Door
- Location: Florida, US

- Client: Contractor

- Year: 2018

- Quantity: 350 sgm

- Product: Window&Door

- Location: Trinidad and Tobago
- Client: Contractor

-Year: 2019

- Quantity: 950sgm

- Product: Windowé&Door
- Location: Panama

- Client: Developer
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IPRO IPRO

Project Case

Project Case

e
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| i -
-Year: 2017 . ' S IERTT | - Vear: 2018

- Quantity: 460 sgm . £ BRI e | - Quantity: 260 sgm

- Product: Window&Door p—— = T Nt &8 _product: Window&Door
- Location: Ghana - Location: Nigeria

- Client:Owner - Client:Architect

Year: 2019 oy === Year: 2016
- Quantity: 750 sgm = . - Quantity: 600 sgm
| W e . - Product: Window&Door,Handrail
-* -_ - Location: Sydney
A - Client:Developer

- Product: Window&Door
- Location: Melbourne
- Client:Developer
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-Year: 2018

- - Quantity: 1000 sgm

- Product: Window&Door
- Location: Ghana

- Client:Contractor

e — — e S ‘e

L1

. S (ed i R

- Year: 2019
=g A - Quantity: 120 sgm
0l B0 - Product: Window&Door
B = | ocation: Australia
- Client:Owner

-Year: 2017

- Quantity: 850 sgm

- Product: Window&Door
- Location: Peru

- Client:Contractor

-Year: 2017

- Quantity: 460 sgm

- Product: Window&Door
- Location: Ghana s ‘ At

- Client:Owner = - — Vi B
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UNDERSTAND PROVIDE PROFESSIONAL DESIGN
BUYER NEEDS KNOWLEDGE ANSWERS SOLUTION

GERTIFICATE

PERFORMANCE TESTING

VISIT THE VISIT THE GUIDETO
FACTORY EXHIBITION HALL CHOOSE PRODUCTS

3
WATER-PROOF
TEST .

CUSTOMER CONFIRMS INSTALLATION GET THE
THE ORDER GUIDE WARRANTY

TAKE EVERY SERVE CUSTOMERS RESPONSIBLE
CUSTOMER SERIOUSLY WITH ENTHUSIASM TO EVERY CONSUMER




COOPERATIVE SUPPLIERS

SELECTED EXELLENT SUPPLIERS FROM ALL OUVER
THE WORLD AND SERVED
CUSTOMERSWITH A STRONG TECHNICAL TEAM STABLE PRODUCT
QUALITY AND RELIABLE SUPPLIER REPUTATIONINTEGRITY

STANDARDS ORGANISATION OF NIGERIA
<impraving fife through standands

CoNFORMITY ASSESSMENT PROGRAMME Qllﬂlity Mﬂﬂﬂgﬁl’ﬂﬁﬂt S}’Stﬁlll Certificate
SONCAP CERTIFICATE - . 5 aport Number: QIP-ASI211382 r
Guangzhou Apro Building Material Co.,Ltd. Audit Date 15 Apr, 2021

|
i

15 /M ade-in-China.com

Connacting Buyers with Chinese Suppliers

Exporiers Name,  Cusegsheu hpro Buling Matonsd Go Lid Impprtar's Name: R l'ali-ﬂl] NO:1951 : ROS is report s Bsued by FLH:.UE-.TE'E|1FFEI|I..'.\'Q'!|I' Co,, Lid, (Made-in-China.com) amnd the suependsing inspeciomats
Addtass N5 Hua Gang Avense Hund Diirct Guangzhou, 4 0o & 2 GE-CSTC Standards Technical Services Oo,, Lid) to confirm Ikat
Crna
Tﬂ'{fﬂbﬂ-\nﬂ a1 TH1EEETEER TIN U“i“m Eﬂﬂ'iﬂ] I:I.'Eﬂﬁ ﬂﬂ-ﬂf:91440114327535 lﬂﬂﬁ. mpallj' Mame 3 C:ualr'l‘?z-hﬂl.:“ﬂpl'ﬂ HI.I“I'{';H Material E-ﬂ.. Lid.
Fax Mo s Taleghona I A T B L [
p i O reoIm i h AigEAapro.an.am -in-zhina,
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